POST MILES_ [SHEET| TOTAL
DIST‘ COUNTY ‘ ROUTE ‘ TOTAL PROJECT ‘ NO. |SHEETS

/L\gh‘rmg fixture see
\

! \

C Fixture mounting

channels May 1, 2006
PLANS APPROVAL DATE

The State of Callfornia or Its of flcer:

/ 6" # Hole in channel, agents shall no bo responelble For 176 accuracy
See Note 3 grhs;mp/sfensss of electronic coples of this plon

13%"

Cont-slot steel channel or 1%" x 1%" x 0.105" =

BN L J 1%" x 1%" x 0.1084" or 1%" x 1%" x 0.1084" ~
- ©
B aluminum alloy 6063-T6 extruded channel,

see Note 3

%% :f"y_\q Fixture mounting To get o the Calirans web slf, go fo: Hipy//www.dotcogov
. Ve channels
/8 .
V6" x %" slot in WO‘KM Max Cir
N " R brackets total 4, Typ
%" @ x 1" Large round head machine screw,

. hex head nut, 2 flat, and 1 lock washer, Typ TYPICAL CONNECTION CONNECTION AT SPLICE

LIGHTING FIXTURE MOUNTING CHANNEL DETAILS 1 LICHTING FIXTURE MOUNTING CHANNEL DETAILS 2
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Use cable
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both ends
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steel cable
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NOTES:

1. Welded type grating shall have 14" x 5" bearing bars at 1%" centers with /4"
diameter (or equal) cross bars at 4" centers. If mechanical lock grating is used,
it shall be equal in strength to the welded type. Alternate hold-down clips may

}1” @ Hole be submitted for approval.

[~— End safety lug

3%" Stainless wire rope steel clips.
Install and torque to manufacturer’s
guidelines. Space interior clips equally.
Total 3 clips per end.

N

~——1/4" Thick . Walkway grating and light fixture mounting channels to be continuous (no splices)
stiffener plate over as many walkway brackets as practical and consistent with fabrication, ease
of handling and assembly.

>—Cope corner to fit

) " 3. Contractor may substitute 1%" x 1%" x .1084" cont-slot steel channel with pre-punched
At tubular signs, see "STRUT SYSTEM slots not larger than " x 3". Slots shall be at bottom of channel and shall be

gugg?; JX;JCC;OV . . AT TUBULAR SIGNS", Standard Plan S17A . Walkway bracket parallel to channel. Slots shall be spaced not closer than 4" center to center.
_ ! — w ! 4. Stainless steel cable shall be plain with 7 x 19 Class Strand Core construction using
| ‘ ‘ Type 302 or 304 alloy stainless steel strands. Minimun cable breaking strength shall be

\

10,000 pounds. Cable shall be free of kinks, knots, or deformation and shall be
o ! ‘ continuous between end lugs. Splices not allowed. Safety cable shall not be
> I %" Galvanized Alloy Steel Forged Anchor Shackle prestretched.
A — — d% A with cotter pin, see Note 5 see Note 6 w . o
]_L ='=. ‘ 5. Shackle shall have a minimum working load limit of 10,000 pounds.
_ 6. Place an equal amount of washers on each side to align cable with end lug without
KOS * Lo- — - restricting shakle bolt rotation or contacting cable.
— |- . " Dia hole for Walkway bracket
W5 x 16 ‘ 3%" Dia bolt, nut, Install this clip as close to T. Prior to tightening cable clips at end anchorage, slack in cable shall be removed by
flat and lock washers loop or thimble as possible. the full effort of a typical construction worker.
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WALKWAY DETAILS No. 2
WALKWAY GRATING DETAILS INTERIOR SAFETY LUG DETAIL END SAFETY LUG DETAIL
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